
Duct - Fume & Air Technical

Technical Information

10' CPVC Duct - Plain End

20' CPVC Duct - Plain End

4' PVC Cold Rolled Duct - Plain 
End
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See Spears® Product Sourcebook for product offerings

Part Number Size L AVG.O.D.
Minimum

Wall
PD-430-060C-10 6 10 6.625 .172
PD-430-080C-10 8 10 8.625 .172
PD-430-100C-10 10 10 10.750 .172
PD-430-120C-10 12 10 12.750 .172
PD-430-140C-10 14 10 14 .172
PD-430-160C-10 16 10 16 .172

Part Number Size L AVG.O.D.
Minimum

Wall
PD-430-060C 6 20 6.625 .172
PD-430-080C 8 20 8.625 .172
PD-430-100C 10 20 10.750 .172
PD-430-120C 12 20 12.750 .172
PD-430-140C 14 20 14 .172
PD-430-160C 16 20 16 .172
PD-430-180C 18 20 18 .172
PD-430-200C 20 20 20 .199
PD-430-240C 24 20 24 .230

Part Number Size L AVG.O.D.
Minimum

Wall
PD-430-260 26X4 4 26 .188
PD-430-280 28X4 4 28 .188
PD-430-300 30X4 4 30 .188
PD-430-320 32X4 4 32 .188
PD-430-360 36X4 4 36 .250
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4' PVC Cold Rolled Duct - Plain 
End
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4' CPVC Cold Rolled Duct - 
Plain End

Made in the U.S.A. Suitable for Oil-Free air handling to 25 psi, not for distribution of compressed air or gas
See Spears® Product Sourcebook for product offerings Page 32

Part Number Size L AVG.O.D.
Minimum

Wall
PD-430-380 38X4 4 38 .250
PD-430-400 40X4 4 40 .250
PD-430-420 42X4 4 42 .250
PD-430-460 46X4 4 46 .250
PD-430-480 48X4 4 48 .250

Part Number Size L AVG.O.D.
Minimum

Wall
PD-430-260C 26X4 4 26 .188
PD-430-280C 28X4 4 28 .188
PD-430-300C 30X4 4 30 .188
PD-430-320C 32X4 4 32 .188
PD-430-360C 36X4 4 36 .250
PD-430-380C 38X4 4 38 .250
PD-430-400C 40X4 4 40 .250
PD-430-420C 42X4 4 42 .250
PD-430-460C 46X4 4 46 .250
PD-430-480C 48X4 4 48 .250


